October 16, 2015

Honorable Members of the West Hartford Town Council
Town of West Hartford

Town Hall

50 South Main Street

West Hartford, CT 06107

RE: Change of Zone from R-6 to RM-MS and then to Special Development District for
Proposed Conversion of Existing Building and Construction of New Buildings into 310
Apartment Units and Relocation of Existing 36 Residential Living Units at 27 Park Road
and 14 Ringgold Street, West Hartford, Connecticut

Dear Mayor Slifka and Honorable Members of the Town Council:

Application is hereby filed on behalf of Center Development Corporation (“CDC”), contract
purchaser and intended developer, and The Sisters of St. Joseph Corporation (“SSJC”), owners
of 27 Park Road and 14 Ringgold Street, West Hartford, Connecticut (the “Property”)
(collectively, “Applicants”). The Applicants propose to redevelop the existing buildings at the
Property and to construct new buildings to house 310 apartment units, which will be owned by
CDC, and 36 residential living units which will be owned by the SSJC, together with all
attendant parking (including garage structures), landscaping, lighting and signage. This letter,
together with the accompanying plans and reports, constitute the Applicants’ request to rezone
the majority of the Property to RM-MS and then to designate the rezoned area a Special
Development District, in order to proceed (“Application”).

A legal description of the boundary of the property that is the subject of the Application and for
which the zone change and SDD designation are requested, is attached to this letter as Enclosure
B, which, together with Enclosures A - L described at the end of this letter, should be deemed
incorporated as part of the Application.

Planning for this development began in 2012 when the SSJC issued a Request for Proposals for
the redevelopment of the property owned by the SSIC (“RFP”). CDC replied to the RFP and
was selected by the SSJC as the preferred developer for the property. The Applicants entered
into a Purchase and Sale Agreement in 2013 and since that time, CDC and its consultants have
been meeting with Town staff, the Design Review Advisory Committee (“DRAC”) and
neighbors and neighborhood groups in both West Hartford and Hartford. CDC has gone through
several iterations of proposed plans, attempting to address therein all concerns raised by DRAC,
Town staff and neighbors. We believe that the plans presented to the Town Council as part of
the Application and the implementation of those plans will be an improvement to the Property,



represent a significant benefit to this area of Town, and will be an asset to the West Hartford
community.

OVERVIEW OF PROPOSAL:

The proposal contains two separate components, each of which is to be developed separately.
First, the SSJC intend to consolidate their current operations and residential living spaces into
one wing of the existing building. They propose to re-use the west wing of the existing building
for 36 residential living units for vowed women religious and for the associated facilities
necessary or useful for the support of the sisters living at the premises, such as kitchen and
dining facilities, common rooms and a chapel, communal gardens and service facilities. This
proposed use is a pre-existing use so the only change is the consolidation of the living units and
accessory facilities into one wing. An application for a building permit to accomplish the same
has already been submitted to the Town.

The second component of the development is the re-use of the remainder of the existing primary
building and the construction of additional buildings for the development of 310 apartment units
by CDC. The redevelopment of the remainder of the existing building (the core building, the
middle and east wing and the chapel) will include 66 apartment units in the core building and the
two wings and the creation of a community center-type of use within the former chapel. CDC
will be constructing 244 apartments in newly constructed buildings located at the side of and to
the rear of the existing buildings. In addition, CDC will develop both surface and garage parking
to include 550 spaces, several outdoor landscaped and recreational areas, including a pool and a
tennis court as well as walking paths in and through the undeveloped portion of the site.

The Applicants request that the following substitute standards become applicable to this SDD in
lieu of those set forth in the RM-MS and other zoning regulations:

1. Minimum Front Yard — Parking: Reduce minimum front yard parking requirement from 20’
to 19°.

2. Parking Dimension: Reduce parking space width for non-compact spaces within a garage
structure to 9 feet.

3. Parking Lot Landscaping: Allow the parking lot landscaping to be provided clustered at the
boundaries of the parking lot rather than distributing them throughout the entire parking lot.

4. Maximum Horizontal Building Dimension: Increase the maximum horizontal building
dimension to 635°.

5. Required Loading Spaces: Decrease required loading spaces for the development to 3.5.
6. Courtyard: Substitute distance standards as shown on the plans.

7. Signs: Substitute standards for number size, location and height as shown on the plans.



8. Fences: Substitute standards for height based on location as shown on the plans.

TRAFFIC AND PARKING CONSIDERATIONS:

Bubaris Traffic Associates (“BTA”) has prepared a Site Traffic Evaluation with respect to the
activities and uses included with in the Application. The BTA report is attached hereto as
Enclosure G. The BTA report indicates that the proposed project should not adversely impact
traffic operations in the area, nor should it alter the levels of service in the nearby intersections.
Last, no traffic improvements are required as a result of the added traffic.

DESIGN AND LANDSCAPING ELEMENTS:

The design and layout of the site were dictated by the preservation and re-use of the existing
buildings on the site and CDC’s desire to preserve as much open space as possible. Significant
time was spent with DRAC to minimize the impact of the new buildings from both the Park
Road and Prospect Street perspectives. Most attention was paid to the new east building and its
facades on both Park Road and Prospect Avenue. The portion of the new east wing that faces
Park Road was designed to complement (but not necessarily mimic) the facade of the existing
building. The Prospect Avenue fagade was designed with architectural features that break up the
facade to provide interest, minimize the appearance of its size and, again, to complement but not
necessarily mimic the original buildings on the site. The south building is tucked in behind the
existing buildings and, although of a greater height than the existing buildings, will not be visible
from Park Road by virtue of the fact that the sites slopes to the south. In order to minimize the
project’s impact on the site, to minimize activities in the wetlands and regulated areas and to
prevent any adverse impacts on stormwater, CDC elected to construct parking structures on the
site, rather than provide all surface parking. The parking structures are tucked under both the
new east wing and the south wing. 273 spaces are provided in the parking structures and 277
spaces are surface spaces.

The landscape design on the site was planned to accomplish several goals, which included
compliance with the zoning requirements, preservation of existing landscape where possible,
provision of appropriate screening and preservation the meadow and forest are on the south side
of the property. The existing landscaping on Park Road and Prospect Avenue, that is essentially
overgrown and scruffy, will be replaced with new landscaping and hardscape that will allow for
appropriate screening while also creating a sense of place and providing aesthetic interest. The
proposed landscaping and hardscape will also be carried along Prospect Avenue to the existing
stream crossing. Parking lot landscaping has been clustered along the perimeter of the surface
parking lots primarily for two reasons — to minimize increasing the area covered by pavement
and to preserve the southern views across the meadow to the forest for the south-facing
apartment units. Additional landscaping is also being provided along the west side of the
property to provide screening from Ringgold Street of the proposed buildings and new parking
areas.



WATER, SEWER AND STORMWATER CONSIDERATIONS:

Design Professionals, Inc. (“DPI”) has prepared a Storm Drainage Report that is attached hereto
as Enclosure H. In addition, DPI has also contacted The Metropolitan District and the Health
Director regarding availability of water and sewer to serve the project. Letters from each are
attached hereto as Enclosures I and J and indicate that both water and sewer are available to
service the proposed development of the Property. The Storm Drainage Report indicates both
that the peak rates of stormwater runoff discharging to neighboring properties for the 5-, 10-, 25-,
and 100-year storm events will be less after development than prior to development. In addition,
the proposed stormceptor unit will serve to remove suspended solids of runoff collected from the
northerly and westerly parking areas before discharging to the proposed detention basin for the
site. The report concludes that the proposed stormwater management design as presented in the
Application will not pose any significant detrimental impacts to the environment surrounding the
site. ;

NEIGHBORHOOD CONSIDERATIONS AND COMMUNITY OUTREACH:

The Applicant has retained Coursey & Company (“CC”) to perform community outreach in
conjunction with this project. As of the date hereof, CC has met with individual property owners
and numerous neighborhood and civic organizations in both West Hartford and Hartford. These
individual and group meetings will continue as the application process goes forward until all
public hearings on the application shave been closed. A copy of a preliminary report is attached
hereto as Enclosure F.

PURPOSE AND COMPLIANCE WITH POCD:

The Application is consistent with the goals and objectives of the Town’s Plan of Conservation
and Development, a discussion of which follows below.

Housing: The goal for housing in the POCD is to “enhance and maintain West Hartford’s
housing stock and encourage a diversity of housing types and costs. Enhance the beauty of our
neighborhoods by encouraging streetscape improvements, including home preservation and the
planting of mature and diverse trees.” The proposed development will certainly enhance the
Town’s housing stock, providing new and interesting housing in both new and rehabilitated
buildings. The proposed development will also enhance the beauty of the neighborhood by
providing new fencing, lighting, landscaping, hardscaping and a relocated bus stop and through
the preservation of open space.

Economic Development: The goal for economic development is to promote economic growth
while retaining existing businesses and protecting the residential character of the surrounding
neighborhoods. The proposed development will certainly promote economic development along
the Park Road neighborhood, bringing hundreds of new residents into the neighborhood to
patronize the existing businesses in the area. The Applicants have met numerous times with the




Park Road Association and believe that the Association is supportive of the positive economic
impacts this project will have on the neighborhood

Traffic and Transportation: The goal for traffic and transportation is to promote a system that
provides the best possible service, mobility, convenience and safety while reinforcing positive
influences on the Town. The proposed development is ideally situated to provide both easy and
convenient highway access without adversely impacting Town streets, traffic and circulation and
to provide excellent access to public transportation, with a bus stop literally right outside the
project’s front door. The Applicant is proposing improvements that will relocate the bus stop,
providing a safer location for those utilizing public transport while also providing safer traffic
patterns at the Park Road and Prospect Avenue intersection.

Historic Preservation: The goal for historic preservation is to preserve, protect and enhance the
architectural integrity and physical record of the history and growth of West Hartford, which
includes a policy of promoting and enhancing the viability of historic resources for their
continued use. The Sisters of St. Joseph have been located at this location in the Town of West
Hartford for over 100 years, constructing the first building on the site in 1898. The structures on
the site are distinctive and beautiful and this development will allow the preservation of the
existing primary buildings on site as well as allowing the Sisters to maintain their presence in
and connection with the Town of West Hartford. There are very few uses and even fewer users
for such old and large buildings. The opportunity to have such a large resource both preserved
and productively reused while maintaining the historic character of the property fits squarely
within the Town’s goals.

Open Space: The goal of open space is basically to preserve and expand open spaces. This
development has been designed with that specific goal in mind. The Applicants are providing
structured parking (at significantly more expense that surface parking), have condensed the
development footprint on the site and are proposing less than one-half of the density that would
be allowed on the site under the RM-MS zone. Once completed, approximately 75% of the site
will remain open space.

FINDINGS:

The change of zone and the designation of the Property as an SDD to allow the Applicants to
redevelop the existing buildings at the Property and to construct new buildings containing 310
apartment units to be owned by CDC and 36 residential living units to.be owned by SSJC,
together with all attendant parking (including garage structures), landscaping, lighting and
signage is deemed appropriate for the following reasons as set forth in the Zoning Code Section
177-44B:

1. The proposed changes as set forth in the Application are in harmony with the overall
objectives of the Comprehensive Plan as they will provide additional market-rate multi-family
residential use without overcrowding the land, will preserve and enhance the existing buildings
on the Property and provide an effective re-use thereof, will provide for significant open-space



allowing for adequate light, air and privacy and will benefit significantly this section of the
Town.

2. The proposed SDD is superior to a plan possible under the regular standards of the
Regulations because of the additional scrutiny allowed in the building design and layout process
for multi-family. In addition, the minimal substitute standards in the design standards presented
in the application will benefit the design and use of the Property by allowing for a more
condensed development, thus retaining significantly more of the Property in a natural state and
minimizing the impact on the neighbors from construction of the new buildings.

3. The proposed improvements are clearly in harmony with the neighborhood as a
significant portion of the development is the retention and re-use of the existing 185,818 SF
historic building. The new buildings are primarily oriented towards Prospect Avenue, which is a
commercial street, and the rear of the property, where the existing vegetation on the south side of
the property and the distance from Ringgold Street as well as the building orientation will result
in little impact to the existing buildings in West Hartford. In addition, CDC has worked closely
with DRAC to ensure that the materials used and the elevations of the new buildings will fit in
with this area. This neighborhood is a mixture of commercial, multi-family and single family
buildings and uses and the proposed uses continue the multi-family use of the area as well as
bringing new liveliness to this area and having a significant beneficial impact on the businesses
in the area. The proposed improvements will not have a deleterious impact on the character of
this area or on the orderly permitted development of the adjacent residential and commercial

properties.

4. The total density of the development in terms of floor area, land coverage and dwelling
units will be significantly less than is allowed in the proposed RM-MS zone.

The proposed Ordinance, application fee and information required pursuant to Section 177-44 of
the Zoning Ordinance are enclosed.

Respectfully submitted,
Center JI-T.-velopment Corporation

Updike, Kelly & Spellacy, P. (_.
Its Attorney and Authorized Agent

Enclosures:

ENCLOSURE A — Application Letter signed by Owner

ENCLOSURE B — Descriptions of property subject to Zone Change and SDD Designation
ENCLOSURE C — Proposed Ordinance

ENCLOSURE D - Affidavit of Interest

ENCLOSURE E — Description of Proposed Uses

ENCLOSURE F — Community Outreach Report



ENCLOSURE G - BTA Site Traffic Evaluation

ENCLOSURE H - Storm Drainage Report

ENCLOSURE I — Letter from The Metropolitan District

ENCLOSURE J — Letter from West Hartford Director of Health

ENCLOSURE K — Application Fee Check made payable to Town of West Hartford

ENCLOSURE L — Plan set entitled “Arcadia Crossing, One Park Road, West Hartford,
Connecticut, Zone Change & SDD Designation Application” prepared by
Design Professionals, Inc., et. al. dated October 14, 2015



ENCLOSURE A
Application Letter signed by Owner



(D

Sisters of Saint Joseph
of C /mmbery Provincial Office
27 ParkRoad
West Hartford, Connecticut, 06119

October 12, 2015

Honorable Members of the West Hartford Town Council
Town of West Hartford

Town Hall

50 South Main Street

West Hartford, CT 06107

RE: Change of Zone from R-6 to RM-MS and then to Special Development District for
Proposed Conversion of Existing Building and Construction of New Buildings into 310
Apartment Units and Relocation of Existing 36 Residential Living Units at 27 Park Road
and 14 Ringgold Street, West Hartford, Connecticut

Dear Mayor Slifka and Honorable Members of the Town Council:

The Sisters of St. Joseph Corporation is the owner of the property commonly known as 27 Park
Road and 14 Ringgold Street, which is the subject of a zone change and SDD application
submitted to the Town Council as described above.

This letter is provided to indicate the property owner’s consent to the submittal of the zone
change and SDD application submitted by Center Development Corporation and the property
owner’s participation in that process.

If there is any further information that we can provide, please do not hesitate to let us know.

Respectfully submitted,
The Sisters of St. Joseph Corporation

By: iilsy Clpuel? W a‘/gfo

Sister Elizabet® Anderson, CSJ

womorsy  Telephone: 860-233-5734 Fax: 860-232-4649 Email: csjusa@yahoo.com
Website: www.sistersofsaintjoseph.org



ENCLOSURE B
Property Descriptions

PROPOSED ZONE CHANGE LINE

R-6 TO RM-MS

Beginning at a point in the easterly right-of-way line of Ringgold Street, said point being the
southeasterly property corner of land N/F Sisters of St. Joseph Corp.

Thence in a westerly direction through Ringgold Street a distance of 26+ feet to a point in the
center line of Ringgold Road;

Thence in a northerly direction along the center line of Ringgold Street a distance of 47+ feet to a
point;

Thence in an easterly direction though Ringgold Street a distance of 27+ feet to a point in the
westerly property line of land N/F Sisters of St. Joseph Corp.

Thence S88°39'21”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
105.07 feet to a point;

Thence N51°59'37”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
112.84 feet to a point;

Thence N22°47'19”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
200.29 feet to a point;

Thence N73°34'38”W along the property line of N/F Sisters of St. Joseph Corp., a distance of
236.24 feet to a point on the easterly right-of-way line of Ringgold Street;

Thence in a westerly direction through Ringgold Street a distance of 27+ feet to a point in the
center line of Ringgold Street;

Thence in a northerly direction along the center line of Ringgold Street a distance of 354+ feet to
a point;

Thence in a northerly direction along the center line of Ringgold Street a distance of 399+ feet to
a point on the approximate existing southerly BG zone line in Park Road;

Thence in an easterly direction on Park Road along the approximate existing southerly BG zone
line a distance of 915+ feet to a point;

Thence in an easterly direction on Park Road along the approximate existing southerly BG zone
line a distance of 79+ feet to a point in the approximate Hartford & West Hartford town line;



Thence in a southerly direction along the approximate Hartford & West Hartford town line a
distance of 821+ feet to a point;

Thence in a westerly direction though Prospect Avenue a distance of 60+ feet to a point being
the southeasterly corner of land N/F Sisters of St. Joseph Corp.

Thence S89°2623°W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 187.69 feet to a point;

Thence N88°46'07”°W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 152.42 feet to an point;

Thence N88°46'08”W along the northerly property line of N/F Town of West Hartford, a
distance of 198.06 feet to a point;

Thence N86°47'52*W along the northerly property line of N/F Town of West Hartford, a
distance of 331.00 feet to an point;

Thence N88°39'21”W along the northerly property line of N/F Town of West Hartford, a
distance of 168.96 feet to the point and place of beginning.

Boundary & Topographic plan prepared for: Sisters of St. Joseph Corp. Convent of Mary
Immaculate 27 Park Road West Hartford, CT Date: 07/11/12 Revised 7-22-15 Sheet V1-01 and
V1-02 Scale: 1” = 40' prepared by Design Professionals, Inc.

Area of zone change = 942,504 s.f., 21.64 acres.

LIMITS OF SDD DESIGNATION

Beginning at a point on the corner of the southerly right-of-way line of Park Road and the
easterly right-of-way line of Ringgold Street, said point also being 14.94 feet northwesterly and
14.94 feet northeasterly of a concrete monument;

Thence S74°08'16” E along the southerly right-of-way line of Park Road a distance of 916.56 feet
to a point;

Thence S02°18'36”W along the westerly right-of-way line of Prospect Avenue, a distance of
797.23 feet to a point;

Thence S89°26'23”W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 187.69 feet to a point;

Thence N88°46'07”°W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 152.42 feet to an iron rod;



Thence N88°46'08”W along the northerly property line of N/F Town of West Hartford, a
distance of 198.06 feet to a point;

Thence N86°47'52”W along the northerly property line of N/F Town of West Hartford, a
distance of 331.00 feet to an iron rod;

Thence N88°3921”W along the northerly property line of N/F Town of West Hartford, a
distance of 168.96 feet to a point;

Thence N08°01'46”E along the easterly right-of-way line of Ringgold Street, a distance of 50.34
feet to a point;

Thence S88°39'21”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
105.07 feet to a point;

Thence N51°59'37”’E along the property line of N/F Sisters of St. Joseph Corp., a distance of
112.84 feet to a point;

Thence N22°47'19”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
200.29 feet to a point;

Thence N73°34'38”W along the property line of N/F Sisters of St. Joseph Corp., a distance of
236.24 feet to a point on the easterly right-of-way line of Ringgold Street;

Thence N08°01'46”E along the easterly right-of-way line of Ringgold Street, a distance of
354.15 feet to a point;

Thence N16°05'31”E along the easterly right-of-way line of Ringgold Street, a distance of
312.20 feet to the point and place of beginning;

Boundary & Topographic plan prepared for: Sisters of St. Joseph Corp. Convent of Mary
Immaculate 27 Park Road West Hartford, CT Date: 07/11/12 Revised 7-22-15 Sheet V1-01 and
V1-02 Scale: 1” = 40' prepared by Design Professionals, Inc.

Area of SDD Designation = 850,389 s.f., 19.52 acres.



ENCLOSURE C
Proposed Ordinance

An Ordinance Amending the Zoning Regulations
of the Town of West Hartford

BE IT ORDAINED BY THE TOWN COUNCIL OF WEST HARTFORD:

That the boundaries and districts shown on the Building Zone Map entitled “REVISED
ZONING MAP, TOWN OF WEST HARTFORD, CONNECTICUT,” which map is on file in
the Town Clerk’s Office of the Town of West Hartford, Connecticut, be and is hereby amended
as follows:

The zoning district designation for that portion of 27 Park Road and 14 Ringgold Street
as described below as “Zone Change Area” is hereby changed from R-6 to RM-MS and for that
portion of 27 Park Road and 14 Ringgold Street described below “SDD Area” is then designated
as a special development district, all in accordance with a set of plans entitled “Arcadia Crossing,
One Park Road, West Hartford, Connecticut, Arcadia Crossing Renovation and Addition,
Applicants: Center Development Corporation and Sisters of St. Joseph Corporation, Property
Owner: Sisters of St. Joseph Corporation, Date: October 14, 2015 per the cover sheet, being
sheet #1 , which set of plans consists of 76 sheets, including the cover sheet, to allow
construction of 310 apartment units and 36 residential living units with attendant parking,
landscaping, lighting and signage all as set forth in the plans filed with this Application as those
plans may be changed, approved by the West Hartford Town Council and filed on the West
Hartford Land Records. The property for which this zone change and special development
district is approved is a portion of 27 Park Road and 14 Ringgold Street and is more particularly
bounded and described below, with reference being made to map or plan entitled: “Zone Change
Plan, Arcadia Crossing Renovation and Addition, One Park Road, West Hartford, Connecticut
Date: 10/14/15 Sheet ZA-1 Scale: 1” = 80" which map or plan is on file or to be filed in the
Town Clerk’s Office of the Town of West Hartford to which reference may be had.

The Zone Change Area is described as follows:

Beginning at a point in the easterly right-of-way line of Ringgold Street, said point being the
southeasterly property corner of land N/F Sisters of St. Joseph Corp.

Thence in a westerly direction through Ringgold Street a distance of 26+ feet to a point in the
center line of Ringgold Road;

Thence in a northerly direction along the center line of Ringgold Street a distance of 47+ feet to a
point;

Thence in an easterly direction though Ringgold Street a distance of 27+ feet to a point in the
westerly property line of land N/F Sisters of St. Joseph Corp.



Thence S88°39'21”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
105.07 feet to a point;

Thence N51°59'37”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
112.84 feet to a point;

Thence N22°47'19”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
200.29 feet to a point;

Thence N73°34'38”W along the property line of N/F Sisters of St. Joseph Corp., a distance of
236.24 feet to a point on the easterly right-of-way line of Ringgold Street;

Thence in a westerly direction through Ringgold Street a distance of 27+ feet to a point in the
center line of Ringgold Street;

Thence in a northerly direction along the center line of Ringgold Street a distance of 354 feet to
a point;
Thence in a northerly direction along the center line of Ringgold Street a distance of 399+ feet to

a point on the approximate existing southerly BG zone line in Park Road;

Thence in an easterly direction on Park Road along the approximate existing southerly BG zone
line a distance of 915+ feet to a point;

Thence in an easterly direction on Park Road along the approximate existing southerly BG zone
line a distance of 79+ feet to a point in the approximate Hartford & West Hartford town line;

Thence in a southerly direction along the approximate Hartford & West Hartford town line a
distance of 821+ feet to a point;

Thence in a westerly direction though Prospect Avenue a distance of 60+ feet to a point being
the southeasterly corner of land N/F Sisters of St. Joseph Corp.

Thence S89°26'23”W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 187.69 feet to a point;

Thence N88°46'07°W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 152.42 feet to an point;

Thence N88°46'08”W along the northerly property line of N/F Town of West Hartford, a
distance of 198.06 feet to a point;

Thence N86°47'52”°W along the northerly property line of N/F Town of West Hartford, a
distance of 331.00 feet to an point;



Thence N88°39'21”W along the northerly property line of N/F Town of West Hartford, a
distance of 168.96 feet to the point and place of beginning.

Boundary & Topographic plan prepared for: Sisters of St. Joseph Corp. Convent of Mary
Immaculate 27 Park Road West Hartford, CT Date: 07/11/12 Revised 7-22-15 Sheet V1-01 and
V1-02 Scale: 1” = 40' prepared by Design Professionals, Inc.

Area of zone change = 942,504 s.f., 21.64 acres.

The SDD Area is described as follows:

Beginning at a point on the corner of the southerly right-of-way line of Park Road and the
easterly right-of-way line of Ringgold Street, said point also being 14.94 feet northwesterly and
14.94 feet northeasterly of a concrete monument;

Thence S74°08'16”E along the southerly right-of-way line of Park Road a distance of 916.56 feet
to a point;

Thence S02°18'36”W along the westerly right-of-way line of Prospect Avenue, a distance of
797.23 feet to a point;

Thence S89°26'23”W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 187.69 feet to a point;

Thence N88°46'07”W along the northerly property line of N/F Prospect Plaza Improvements
LLC, a distance of 152.42 feet to an iron rod;

Thence N88°46'08”W along the northerly property line of N/F Town of West Hartford, a
distance of 198.06 feet to a point;

Thence N86°47'52”W along the northerly property line of N/F Town of West Hartford, a
distance of 331.00 feet to an iron rod;

Thence N88°39'21”W along the northerly property line of N/F Town of West Hartford, a
distance of 168.96 feet to a point;

Thence N08°01'46”E along the easterly right-of-way line of Ringgold Street, a distance of 50.34
feet to a point;

Thence S88°39'21”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
105.07 feet to a point;

Thence N51°59'37”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
112.84 feet to a point;



Thence N22°47'19”E along the property line of N/F Sisters of St. Joseph Corp., a distance of
200.29 feet to a point;

Thence N73°34'38”W along the property line of N/F Sisters of St. Joseph Corp., a distance of
236.24 feet to a point on the easterly right-of-way line of Ringgold Street;

Thence N08°01'46”E along the easterly right-of-way line of Ringgold Street, a distance of
354.15 feet to a point;

Thence N16°05'317E along the easterly right-of-way line of Ringgold Street, a distance of
312.20 feet to the point and place of beginning;

Boundary & Topographic plan prepared for: Sisters of St. Joseph Corp. Convent of Mary
Immaculate 27 Park Road West Hartford, CT Date: 07/11/12 Revised 7-22-15 Sheet V1-01 and
V1-02 Scale: 17 = 40" prepared by Design Professionals, Inc.

Area of SDD Designation = 850,389 s.f., 19.52 acres.



ENCLOSURE D
Affidavit of Interest



AFFIDAVIT OF INTEREST

The undersigned, being duly sworn, hereby deposes and says that, to the best of his ability:

The names and addresses of any persons firms or corporations having a direct or indirect interest
in a personal or financial sense in the request by Center Development Corporation to change the
zoning district designation of the property known as 27 Park Road and 14 Ringold Street (the
“Property”) to RM-MS and to subsequently change the zoning designation of the Property to
SDD to allow the construction of 310 units of housing and 36 congregate care units are as

follows::

Center Development Corporation (William N. Hubbard III, President) located at 1 Gateway
Plaza #2, Port Chester, NY 10573; and

The Sisters of St. Joseph Corporation (Susan Cunningham, CSJ, President) with an office at 650
Willard Avenue, Newington, Connecticut 06111.

In Witness Whereof, the undersigned has executed this Affidavit on the . day of October,

2015. /
/ﬂl/

Printed Nhme: William N. Hubbard III

STATE OF NEW YORK )
) ss:

COUNTY OF .,[.. 7/4 )

Subscribed and sworn to before me this ! day of October, 2015.

-~ .‘C_(" q
éotary Public a

My Commission Expires:

JANE A. DWYER
Notary Public State of New Yori
No. 01DW4889935
Qualified in New York County

Commission Expires April 20, 2019



ENCLOSURE E
Description of Proposed Uses

The proposed project consists of two primary proposed uses. The Sisters of Saint J oseph will
own the west wing of the existing building and will be converting that into 36 residential units
for vowed women religious and will have associated facilities necessary or useful for the support
of the sisters living at the premises, such as kitchen and dining facilities, common rooms and a
chapel, communal gardens and service facilities. The Sisters will maintain ownership of the
courtyard to the west of the west wing and will have exclusive use of the parking spaces directly
to the west of the west wing and a specific number of those located to the north on the west
wing.

The remainder of the building and land will be owners by Center Development Corporation
(“CDC”) and will be developed into 310 apartment units with associated parking, landscaping
and other amenities. CC will develop 66 apartment units in the remainder of the existing
buildings on the site and will convert the chapel to a community center-type of use. CDC will
also build approximately 292,122 SF of new building housing 244 apartment units and
approximately 114,819 SF of new garage structure. CDC will also be developing resident
amenities such as a swimming pool, courtyards, a tennis court and walking paths. The apartment
breakdown is anticipated to be 41 studios, 113 one bedroom and 156 two bedrooms.

There will be 550 parking spaces in total on the site, 273 of them located within the garage
structures and 277 located on the surface parking.



ENCLOSUREF
Community Outreach Report



Coursey Y& Company

Public Affairs Communications

PO Box 271834 * West Hartford, CT 06127
860 232-9800 * chuck@courseyco.com

October 14, 2015

TO:

FROM:

RE:

West Hartford Town Planning and Zoning Commission

West Hartford Town Council

Chuck Coursey

Preliminary Community Neighborhood Outreach Report
Sisters of St. Joseph/Arcadia Crossing
27 Park Road and 14 Ringgold Street

Please find a preliminary outreach summary of contacts with neighbors of the Arcadia Crossing
Project/27 Park Road and 14 Ringgold Street. Outreach is a daily activity and will continue until
all Town public hearings and meetings have been closed. Updated outreach reports will be

provided at each public hearing.

A total of 95 residential homes and businesses, plus the Twin Oaks Condos and the Kane
Street Shopping Plaza, are all being approached individually. A breakdown by street is as

follows:

Park Road

West Beacon Street
Warren Terrace
Tobey Street

South Highland Street
Ringgold Street
Prospect Avenue
Gillette Street
Fairlawn Street
Crescent Sireet

Twin Oaks Condos
Kane Street Shopping Plaza

18 homes/businesses
2 homes

14 homes
5 homes
8 homes

10 homes

7 homes/businesses
5 homes

2 homes

21 homes

100 Units



27 Park Road and 14 Ringgold Street Page Two
Neighborhood Outreach Report

In addition, the following West Hartford and Hartford businesses and organizations have been
met with and will be provided updates:

Park Road Association

Playhouse on Park

West Hartford Chamber of Commerce Economic Development Committee
West Hartford Fire Department

Parkville Business Association (Hartford)

Parkville Neighborhood Revitalization Zone (Hartford)

Real Art Ways (Will K. Wilkins)

Kessler Construction

Mayflower Laundry Owners

Damon’s Tavern Property Owner

Thomas Deller, Director of Development Services, City of Hartford

Please feel free to contact me at 860-232-9800 with any questions.
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BTA Site Traffic Evaluation



BUbariS Trafﬁc James G. Bubaris, PE.
ASSOCITATES Principal

PlanningeEngineeringeDesign

October 2, 2015

Mr. Peter DeMallie, Principal
Design Professionals, Inc.
21 Jeffrey Drive

South Windsor, CT 06074

Re: Site Traffic Evaluation Study
Proposed Arcadia Crossing
Park Road at Prospect Avenue
West Hartford, Connecticut

Dear Mr. DeMallie:

In collaboration with Design Professionals, Inc., we have worked together to
prepare the subject Site Traffic Evaluation Study which addresses the proposal
to convert the existing Sisters of Saint Joseph residential facility located at the
southwest corner of the intersection of Park Road/Park Street at Prospect
Avenue, in the Town of West Hartford, into a private low-rise apartment complex.

Introduction

Please refer to Exhibit 1 of the Appendix which locates this site with respect to
the surrounding roadway network, and to Exhibit 2 of the Appendix which
provides a Site Plan showing the proposed Arcadia Crossing residential facility.

It is our understanding that the facility will house a total of 346 apartment units,
with 36 of these units set aside for the Sisters of Saint Joseph, and the
remaining 310 units open for rental by the general public.

The site will be served by two, two-way, unsignalized site drives, with the North
Site Drive intersecting the south side of Park Road about 750 feet west of
Prospect Avenue, and the East Site Drive intersecting the west side of Prospect
Avenue about 375 feet south of Park Road.

It is anticipated that the proposed residential development will be completed and
fully occupied by mid-2017.

Study Scenarios

In conducting the traffic operational analyses that follow, three study scenarios
were developed and considered:

PO Box 4250 « Yalesville, CT 06492+ Phone:203-265-8086 « Cell:203-606-4742
» JimBubaris®hotmail.com »




Existing 2014 AM and PM Peaks: This represents the existing conditions on
the surrounding roadway network with the existing Sisters of Saint Joseph
facility in operation and the year when the manual turning movement counts
of the defined study intersections were conducted.

Backaground 2017 AM and PM Peaks: This represents the no-build condition
on the surrounding roadway network 3 years hence to when the subject
development is planned to be completed and occupied. Existing 2014
manual turning movement counts were increased by a factor of 2 percent
per year for each of 3 years to yield these 2017 projections assuming normal
background traffic growth based on data obtained from the Connecticut
Department of Transportation (CTDOT).

Combined 2017 AM and PM Peaks: This represents the build condition on
the surrounding roadway network when it is assumed that the subject
development will be completed and fully occupied.

Background Conditions

Given the nature of this development and the manner in which it interfaces with
the surrounding roadway network, the selected study area for the subject
development consists of the following intersections shown in the location map
included as Exhibit 1 of the Appendix:

Park Road at South Highland Street:

This is a 3-way, unsignalized intersection with Park Road running east-west
and South Highland Street as the north leg of the intersection. All
approaches to this intersection are one lane wide, and the South Highland
Street southbound approach is controlied by a Stop sign.

Park Road at Ringgold Street:

This is a 3-way, unsignalized intersection with Park Road running east-west
and Ringgold Street as the south leg of the intersection. All approaches to
this intersection are one lane wide, and the Ringgold Street northbound
approach is controlled by a Stop sign.

Park Road at Proposed North Siie Drive:

This will be a 3-way, unsignalized intersection with Park Road running east-
west and the proposed North Site Drive as the south leg of the intersection.
The Park Road eastbound and westbound approaches to this intersection will
each remain one lane wide. The Proposed North Site Drive will have two
inbound and two outbound lanes separated by a raised median, and the two
outbound lanes will be controlled by a Stop sign.



Park Road and Park Street at Prospect Avenue:

This is a 4-way, signalized intersection with Park Road and Park Street
running east-west and Prospect Avenue running north-south. The Town of
West Hartford is located to the west of this intersection. The City of Hartford
is located to the east of this intersection. The posted speed limit on all four
legs of this intersection is 30 miles per hour. The Park Road eastbound
approach is two lanes wide with one combination left/through lane and one
combination through/right lane. The Park Street westbound approach is two
lanes wide with one dedicated left-turn lane and one combination
through/right lane. The Prospect Avenue northbound and southbound
approaches are both two lanes wide with one combination left/through lane
and one combination through/right lane. There are crosswalks across all four
legs of this intersection. The traffic control signal at this intersection operates
to provide five phases: the first is a Park Street westbound only phase to
facilitate the left turns onto Prospect Avenue; followed by a Park Road
eastbound and Park Street westbound phase for all movements, followed by
an exclusive pedestrian phase when actuated; followed by a Prospect
Avenue northbound only phase to facilitate the left turns onto Park Road,;
followed by a Prospect Avenue northbound and southbound phase for all
movements.

Prospect Avenue at Proposed East Site Drive:

This will be a 3-way, unsignalized intersection with Prospect Avenue running
north-south and the proposed East Site Drive as the west leg of the
intersection. The Prospect Avenue northbound and southbound approaches
to this intersection will each remain two lanes wide. The Proposed East Site
Drive will have one inbound and two outbound lanes separated by a raised
median, and the two outbound lanes will be controlled by a Stop sign.

Existing and Background Traffic Volumes

For the purpose of establishing existing and background traffic volumes for the
subject study area, manual turning movement counts were conducted in the
subject study area during the peak hours associated with the arrivals and
departures for the proposed residential development. These peak hour periods

were assumed to fall between 7:00 and 9:00 am for the weekday morning peak,

and between 4:00 and 6:00 pm for the weekday evening peak. These counts

were conducted on Monday, November 17, 2014.

Please refer to Exhibits 3 and 4 of the Appendix which graphically summarize the
2014 existing am and pm peak hour traffic volumes, respectively, that were
measured for the subject study area.
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Please refer to Exhibits 5 and 6 of the Appendix which graphically summarize the
projected 2017 am and pm peak hour traffic volumes, respectively, for the
subject study area, wherein all traffic volumes were increased by a 2 percent per
year annual growth factor applied over 3 years to represent no-build conditions
prior to the introduction of the new residential development.

Site-Generated Traffic Volumes and Distributions

For the purpose of estimating the likely trip distribution patterns for site-generated
traffic traveling to and from the proposed residential development during the
weekday commuter am and pm peak periods, we utilized the journey-to-work data
made available in Town Profiles by the Department of Economic and Community
Development (CT DECD) for each of the towns in Connecticut.

Please refer to Table A on the next page of this study which summarizes the
journey-to-work patterns for residents of the Town of West Hartford, where it has
been assumed that the new residents of the subject facility will also follow the
same patterns. Also contained in Table A are the estimated likely routes to be
traveled to and from the subject development given its location with respect to the
surrounding roadway network.

Please refer to Table A which shows the following likely site-generated traffic
distribution pattern:

» To and from the North via Prospect Avenue: 35 percent
e To and from the south via Prospect Avenue: 30 percent
¢ To and from the West via Park Road: 20 percent
e To and from the east via Park Street: 15 percent

Please. refer to Exhibits 7 and 8 of the Appendix which graphically summarize the
estimated site-generated traffic distribution patterns for the subject study area.

For the purpose of estimating site-generated peak hour traffic volumes for the
subject development, we utilized the trip generation equations from ITE’s (Institute
of Transportation Engineers) Trip Generation Manual. This universally recognized
data source provide trip generation data for many land uses throughout the nation,
wherein for residential apartment developments the independent variable is the
number of existing and/or proposed apartment units.

Please refer to Exhibit 9 of the Appendix which provides trip generation
calculations for both the existing 36 units that will be reserved for the Sisters of
Saint Joseph's (see Exhibit 9A) and for the proposed 310 units that will be
developed for the general public (see Exhibit 9B).

Please refer to Table B on the page following the next page of this study which
summarizes the trip generation estimates for the subject proposal. A {rip is defined
as a one-way vehicular movement traveling either to or from the development.



Distribution of Town Residents Commuting for Employment FROM
Town of West Hartford

West Hartford
Resident
Commuters
To

Hartford
West Hariford
Farmington
East Hartford
New Britain
Bloomfield
Windsor
Bristol
Manchester

Total:

Number

7,687
4,789
1,846
1,038
925
905
783
635
609

15,217

Table A

Source: DECD Town Profiles, October 2014

Percent
of Total

40.0%
24.9%
9.6%
5.4%
4.8%
4.7%
4.1%
3.3%
3.2%

100%

Call:

Likely Routes to be Traveled

To/From To/From To/From
North South West
via via via
Prospect Avenue Prospect Avenue Park Road
12.0% 14.0%
7.5% 8.7% 8.7%
4.8% 4.8%
5.4%
2.4% 2.4%
4.7%
4.1%
1.7% 1.7%
3.2%
36.8% 31.6% 17.6%
35% 30% 20%
Bubaris Traffic Associates

October 2015

To/From
East
via

Park Street

14.0%

14.0%

15%



Weekday AM Peak

In

Qut
Total

Weekday PM Peak

In
Out
Total

Table B

Trip Generation Estimates
Proposed Arcadia Crossing
Park Road at Prospect Avenue
West Hartford, Connecticut

Existing Apartments Proposed Apartments

Total Apartments

36 Units

19
ki
30

(310 Units)

30
21
151

124
70
194

(346 Units)

35
140
175

143
81
224

Bubaris Traffic Associates
October 2015



From Table B, it is estimated that the subject development will generate about 175
trips per hour during the weekday am peak hour, and about 224 trips per hour
during the weekday pm peak hour.

Typically, there are two weekday am peak hours in the morning and ftwo pm peak
hours in the evening since the commuting traffic to and from a residential complex
usually extend over two hours each depending on how far the places of
employment are located from the place of residence.

Please refer to Exhibits 10 and 11 of the Appendix which graphically depict the
estimated am and pm peak hour site-generated traffic volumes distributed
throughout the subject study area based on the estimated trip distributions from
Exhibits 7 and 8, applied to the estimated hourly trip generation estimates from
Exhibit 9.

Operations Analysis

2014 existing weekday am and pm peak hour analyses for the existing
development are based on the peak hour traffic volumes shown as Exhibits 3

and 4, respectively, of the Appendix.

2017 background (no-build) weekday am and pm peak hour analyses with only
the existing development in place, 3 years hence, are based on the peak hour
traffic volumes shown as Exhibits 5 and 6, respectively, of the Appendix.

2017 combined (build) weekday am and pm commuter peak hour analyses,
representing conditions when the proposed new residential facility is in place, are
based on the peak hour traffic volumes shown as Exhibits 12 and 13 of the
Appendix, respectively. Exhibits 12 and 13 were developed by combining the
background, no-build traffic volumes from Exhibits 5 and 6 with the estimated
site-generated traffic volumes from Exhibits 10 and 11.

Intersection operational analyses were performed for the defined study
intersections utilizing the methodology described in the latest edition of Highway
Capacity Manual, Special Report 209, Transportation Research Board, 1985,
updated to 2010. Application of this methodology was facilitated by use of
Synchro Analysis Software, developed by the Trafficware Corporation, Version 8,
2013. Operational analyses are utilized to determine a Level of Service (LOS) for
a given intersection operating under either signalized or unsignalized control.

In the case of signalized intersections similar to the signalized intersection of
Park Road/Park Street at Prospect Avenue, Level of Service (LOS) is defined in
terms of control delay, which is a measure of driver discomfort, frustration,
increased fuel consumption, and lost of travel time. The delay experienced by a
motorist is comprised of a number of factors that relate to control, geometric,
traffic, and incidents. Total delay is the difference between the travel time
actually experienced and the reference travel time that would result during base
conditions in the absence of traffic control, geometric delay, any incidents, and




any other vehicles. Specifically, LOS criteria for traffic signals are stated in terms
of the average control delay per vehicle, typically for a 15-minute analysis period.
Delay is a complex measure and depends on a number of variables, including
the quality of progression, the cycle length, the green ratio, and the volume-to-
capacity (v/c) ratio for the lane group. In the case of signalized intersections, the

Level of Service for each approach is computed, and an overall Level of Service
for the entire intersection is determined. In today’s environment, Levels of
Service C to D are considered acceptable, and Levels of Service A to B are
seldom achieved at signalized intersections.

Please refer to Exhibit 14 in the Appendix, which provides details on the
definitions of Levels of Service for signalized intersections.

In the case of unsignalized intersections similar to the majority of the study
intersections, Level of Service (LOS) is defined in terms of the average control
delay for the approach or movement evaluated. Control delay involves
movemenits at slower speeds and stops on intersection approaches as vehicles
move up in the queue or slow down upstream of an intersection. The delay
experienced by a motorist is comprised of factors that relate to control,
geometrics, traffic, and incidents. Total delay is the difference between the travel
time actually experienced and the reference time that would result during base
conditions in the absence of incident, control, traffic, or geometric delay. Control
delay includes initial deceleration delay, queue move-up time, stopped delay,
and final acceleration delay. At two-way stop-controlled and all-way stop-
controlled intersections, control delay is the total elapsed time from a vehicle
joining the queue until its departure from the stopped position at the head of the
queue. The control delay also includes the time required to decelerate to a stop
and to accelerate to the free-flow speed. Level of Service for a one-way or two-
way stop-controlled intersection is determined by the computed or measured
control delay and is defined for each minor movement. LOS for a one-way or
two-way stop-controlled intersection is not defined for the intersection as a
whole. In today’s environment, Levels of Service D to F are common and are
often experienced on minor street approaches to major streets carrying relatively
high traffic volumes.

Please refer to Exhibit 15 in the Appendix, which provides details on the
definitions of Levels of Service for unsignalized intersections.

The results of the operational analyses, which compare 2014 existing, 2017
background (no-build), and 2017 combined (build) conditions, are summarized in
Table C on the next page of this study.



Table C
Summary of Traffic Operations Analysis
Levels of Service
Proposed Arcadia Crossing
West Hartford, Connecticut

Existing 2014 Background 2017 Combined 2017
AM Peak PM Peak AM Peak PM Peak AM Peak PM Peak

Park Road at South Highland Street

Park Road eastbound left 10SA LOS A LOS A LOS A LOS A LOS A

South Highland Street southbound approach tOsSBE Los 8 LOSB LOS B Los B LosS ¢
Park Road at Ringgold Street

Park Road westbound left LOS A LOSA LOS A LOSA LOS A LOS A

Ringgeld Street northbound approach LOS B LOS B LOS B LOSB LOS B LOSB
Park Road at North Site Drive

Park Road westbound (inbound) left LOS A LOS A LOS A LOS A LOS A LOS A

Norih Site Drive northbound (outbound) approach LOS B LOS B LOSB LOSB LOSB LOSB
Park Road at Prospect Avenue

Park Road eastbound approach LOSC 105C LOS C LOSC LOSC LOSC

Park Road westbound approach LOSB LOSC LOS B LOSC LoscC LOS C

Prospect Avenue northbound approach LOSB LOS B LOS B LoS B LOS B LOSC

Prospect Avenue southbound approach LOSC fiosc LOSC {oscC LOSC LOS C

- OVERALL - -LOSC- -LOSC - -lLOSC- -1LOSC- -LOSC- -LOSC-

Prospect Avenue East Site Drive

Prospect Avenue northbound (inbound) leit — - - —_ LOS A LOS A

East Site drive eastbound {outbound) approach - — —_ —_ LOS B LOSC

Bubaris Traffic Associates
October 2015
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The computer-generated worksheets for these operational analyses are included
as Exhibits 16 through 21of the Appendix as follows:

Exhibit 16 — 2014 Existing AM Peak

Exhibit 17 — 2014 Existing PM Peak

Exhibit 18 — 2017 Background (no-build) AM Peak
Exhibit 19 — 2017 Background (no-build) PM Peak
Exhibit 20 — 2017 Combined (build) AM Peak
Exhibit 21 — 2017 Combined (build) PM Peak

A review of Table C shows that levels of service in the year 2014 of existing
traffic operations for the subject study intersections are very good to excelient
levels of service A and B for all the unsignalized study intersections, and overall
level of service C (considered good and average) for the signalized intersection
of Park Road/Park Street at Prospect Avenue.

A review of Table C also shows that levels of service in the year 2017 of
background (no-build) traffic operations for the subject study intersections
continue at the same very good to excellent levels of service A and B for all the
unsignalized study intersections, and overall level of service C (considered good
and average) for the signalized intersection of Park Road/Park Street at Prospect
Avenue.

Finally, a review of Table C also shows that levels of service in the year 2017 of
combined (build) traffic operations for the subject study intersections, WITH the
introduction of the new residential development, will continue 0 show essentially
the same satisfactory levels of service A (excelient) to C (good) for all the study
intersections, with only slight changes (i.e., change from LOS B to LOS C during
the weekday pm peak for the South Highland Street southbound approach at
Park Road) and for the Prospect Avenue northbound approach at Park
Road/Park Street. Additionally, the new East Site Drive will operate at levels of
service A (considered excellent) to C (considered good) during the two commuter
peaks.

Therefore, the proposed new Arcadia Crossing residential development should
not have an adverse impact on traffic operations that would otherwise exist
within the defined study area without the subject development.

Sight Line Analysis

A review was made of available sight line distances to and from both the North
and East Site Drive locations and, although not measured, found to be
satisfactory for the posted speed limits of 30 miles per hour on both streets
which usually suggests 85™ percentile speeds of 40 miles per hour and sight line
requirement of 445 feet.



Conclusions

It is the professional opinion of Bubaris Traffic Associates that the proposed
Arcadia Crossing residential development, to be located at the southwest
quadrant of the intersection of Park Road/Park Street at Prospect Avenue, on
the site of the existing Sisters of Saint Joseph facility, in the Town of West
Hartford, should not adversely impact traffic operations on the surrounding
roadway network in the year 2017 when full occupancy of the subject
development is expected.

Operational analyses indicate that the proposed development will essentially not
alter the satisfactory levels of service that would otherwise be in place without
the introduction of the new subject residential facility.

Improvements in either geometrics or traffic control are not deemed necessary to
accommodate the anticipated site-generated traffic volumes to be added to the
surrounding roadway network by the proposed development.

Available sight lines from the proposed site drive locations on Park Road and at
Prospect Avenue appear to be satisfactory from field views conducted in the
study area.

v, Very t(uly yours, _
= of CONNEC;% Bubaris Traffic Associates

E James G. Bubaris, P.E.
2 NS & Conn. Reg. No. 9203
T SSIoNALE o

i SIONAL B Principal

Cc:
Mr. Andrew J. Krar, P.E."
Design Professionals, Inc.
21 Jeffrey Drive
South Windsor, CT 06074
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Exhibit 1
Location Maps
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Exhibit 2
Site Plan
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Exhibit 9
Trip Generation Estimates for Apartments



9/27/2015

APARTMENTS-LOW RISE*
(2012)

Exhibit 9A

SUMMARY OF TRIP GENERATION CALCULATIONS
SOURCE: TRIP GENERATION REPORT, INSTITUTE OF TRANSPORTATION ENGINEERS, 9th Edition, 2012

LAND USE: APARTMENTS—-CODE #2 MENTS-CODE #221

PROJECT: Arcadia Crossing, Existing Units

West Harttord, Connecticut

OF GENERATOR

NUMBER OF APARTMENT DWELLING UNITS: 36
TOTAL
TIME PERIOD ITE TRIP GENERATION EQUATION TRIPS INBOUND  OUTBOUND
AVERAGE T=6.59 () 241 120 120
WEEKDAY 50 % INBOUND * 50 % OUTBOUND
PEAK HOUR LN (T) = 0.82 LN (X) + 0.23 24 5 19
7 TO9 AM 21 % INBOUND * 79 % OUTBOUND
PEAK HOUR LN (T) = 0.88 LN (X) + 0.16 27 18 10
4TO6PM 65 % INBOUND * 35 % OUTBOUND
WEEKDAY AM LN (T) =.85 LN (X) + 0.14 24 5 19
PEAK HOUR 20 % INBOUND * 80 % QUTBOUND
OF GENERATOR
WEEKDAY PM LN (T) = 0.86 LN (X) + 0.33 30 19 1
PEAK HOUR 84 % INBOUND * 36 % OUTBOUND
OF GENERATOR
AVERAGE LN (T) = 0.91 LN (X) + 2.44 299 150 150
SATURDAY 50 % INBOUND * 50 % OUTBOUND
SATURDAY LN (T) = .82 LN 0Q + 0.41 28 15 13
PEAK HOUR 54 % INBOUND * 46 % OUTBOUND
OF GENERATOR
AVERAGE LN (T) =0.92 LN (X) +2.23 251 126 126
SUNDAY 50 % INBOUND * 50 % OUTBOUND
SUNDAY LN (T) = 0.79 LN (X) + 0.53 29 15 14
PEAK HOUR 53 % INBOUND * 47 % OUTBOUND



9/30/2015

APARTMENTS-LOW RISE*
(2012)

Exhibit 9B

SUMMARY OF TRIP GENERATION CALCULATIONS
SOURCE: TRIP GENERATION REPORT, INSTITUTE OF TRANSPORTATION ENGINEERS, $th Edition, 2012

LAND USE: APARTMENTS—-CODE #2: MENTS—CODE #221

PROJECT: Arcadia Crossing, Proposed Units

West Hartiord, Connecticut

NUMBER OF APARTMENT DWELLING UNITS: 310
TOTAL
TIME PERIOD ITE TRIP GENERATION EQUATION TRIPS INBOUND OUTBOUND
AVERAGE T=6.59 (X) 2074 1037 1037
WEEKDAY 50 % INBOUND * 50 % OUTBOUND
PEAK HOUR LN (T)=0.82 LN (X) + 0.23 139 29 110
7TO9 AM 21 % INBOUND * 79 % OUTBOUND
PEAK HOUR LN (T)=0.88 LN (X) + 0.16 183 119 64
4TO6PM 65 % INBOUND * 35 % OUTBOUND
WEEKDAY AM LN (T) =.85LN (X) + 0.14 151 30 121
PEAK HOUR 20 % INBOUND * 80 % OUTBOUND
OF GENERATOR
WEEKDAY PM LN (T) =0.86 LN (X) + 0.33 1983 124 70
PEAK HOUR 64 % INBOUND * 36 % OUTBOUND
OF GENERATOR
AVERAGE LN (M) =0.91LN(X) +2.44 2122 1061 1061
SATURDAY 50 % INBOUND * 50 % OUTBOUND
SATURDAY LN (T)=.82 LN (X) + 0.41 166 90 77
PEAK HOUR 54 % INBOUND * 46 % OUTBOUND
OF GENERATOR
AVERAGE LN (T)=0.92 LN (X) + 2.23 1822 911 911
SUNDAY 50 % INBOUND * 50 % OUTBOUND
SUNDAY LN (T) =0.79 LN (X) + 0.53 158 84 74
PEAK HOUR 53 % INBOUND * 47 % OUTBOUND

OF GENERATOR
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EXHIBIT 14
LEVEL OF SERVICE CRITERIA
SIGNALIZED INTERSECTIONS

SOURCE: HIGHWAY CAPACITY MANUAL (HCM), 2010
TRANSPORTATION RESEARCH BOARD (1)

Level of Service for signalized intersections is defined in terms of control
delay, which is a measure of driver discomfort, frustration, increased fuel
consumption, and lost travel time. The delay experienced by a motorist is
comprised of a number of factors that relate to control, geometric, traffic, and
incidents. Total delay is the difference between the travel time actually
experienced and the reference travel time that would result during base
conditions in the absence of traffic control, geometric delay, any incidents, and
any other vehicles. Specifically, LOS criteria for traffic signals are stated in terms
of the average control delay per vehicle, typically for a 15-minute analysis period.
Delay is a complex measure and depends on a number of variables, including
the quality of progression, the cycle length, the green ratio, and the volume-to-
capacity (v/c) ratio for the lane group.

In the case of signalized intersections, the Level of Service for each approach
is computed, and an overall Level of Service for the entire intersection is

determined.

Levels of Service (LOS) for signalized intersections are defined as follows:

LEVEL OF SERVICE CONTROL DELAY PER CONDITION
VEHICLE (SECONDS)

LOSA <10 LOW DELAY

LOS B >10TO 20 SHORT DELAY

LOS C >20T035 AVERAGE DELAY

LOSD >35TO 55 CONGESTION
NOTICEABLE

LOSE >55TO 80 LIMIT OF

ACCEPTABLE DELAY
LOS F >80 UNACCEPTABLE

In today’s environment, Levels of Service C to D are considered acceptable, and
Levels of Service A to B are seldomly achieved at signalized intersections.

(1) HCM, Exhibit 16-2.



EXHIBIT 15
LEVEL OF SERVICE CRITERIA
UNSIGNALIZED INTERSECTIONS

SOURCE: HIGHWAY CAPACITY MANUAL (HCM), 2010
TRANSPORTATION RESEARCH BOARD (1)

Level of Service for unsignalized intersections similar to the study intersections is
defined in terms of the average control delay for the approach or movement evaluated.
Control delay involves movements at slower speeds and stops on intersection
approaches as vehicles move up in the queue or slow down upstream of an intersection.

The delay experienced by a motorist is comprised of factors that relate to control,
geometrics, traffic, and incidents. Total delay is the difference between the fravel time
actually experienced and the reference time that would result during base conditions in
the absence of incident, control, traffic, or geometric delay. Control delay includes
initial deceleration delay, queue move-up time, stopped delay, and final acceleration
delay.

At two-way stop-controlled and al-way stop-controlled intersections, control delay is the
total elapsed time from a vehicle joining the queue until its departure from the stopped
position at the head of the queue. The control delay also includes the time required to
decelerate to a stop and to accelerate to the free-flow speed.

Level of Service (LOS) for a two-way stop-controlled intersection is determined by the
computed or measured control delay and is defined for each minor movement. LOS is
not defined for the intersection as a whole.

Level of Service (LOS) for an all-way stop-controlled intersection is determined by the
computed or measured control delay and is defined for all movements. A LOS is then
defined for the intersection as a whole.

Levels of Service (LOS) for unsignalized intersections are defined as follows:

LEVEL OF SERVICE AVERAGE CONTROL DELAY CONDITION
PER VEHICLE (SECONDS)

LOS A 0TO 10 LITTLE OR NO DELAY
LOS B >10TO 15 SHORT DELAY
LOS C >15TO 25 AVERAGE DELAY
LOSD >25TO 35 LONG DELAY
LOSE >35TO 50 VERY LONG DELAY
LOS F > 50 EXTREME DELAY

In today’s environment, Levels of Service D to F are common and are often experienced
on minor street approaches to major streets carrying relatively high traffic volumes.

(1) HCM, Exhibits 17-2 and 17-22.




Exhibit 16
Traffic Operations Analysis Worksheets
Existing 2014 AM Peak



HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford

17: Park Road & Sooth Highland Street Existing Weekday AM Peak

Intersection

int Delay, s/veh 1.8

Movement EBL EBT : WBT WER SBL SBR

Vol, veh/h 34 4 147 5 41 24

Conficting Peds, #/hr 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

RT Channelized - None - None - None

Storage Length = - . - 0 -

Veh in Median Storage, # - 0 0 - 0 -

Grade, % - 0 0 - 0 -

Peak Hour Factor 99 99 9% 95 90 90

Heavy Vehicles, % 2 2 2 2 2 2

Mvmt Flow 34 405 155 5 46 27

IdajonMinor : Majort. A Major2. Minor2.

Conflicting Flow Al 160 0 - 0 631 157
Stage 1 - - - - 157 -
Stage 2 - - - - 474 -

Critical Hdwy 412 - - - 6.42 6.22

Critical Hdwy Sig 1 - - - - 542 -

Critical Hdwy Stg 2 - - - - 542 -

Follow-up Hdwy 2.218 - - . 3.518 3.318

Pot Cap-1 Maneuver 1419 - - - 445 889
Stage 1 - - - . 871 .
Stage 2 - - - . 626

Platoon blocked, % - - -

Mov Cap-1 Maneuver 1419 - - - 431 889

Mov Cap-2 Maneuver - - - - 431 -
Stage 1 - - - - 871 -
Stage 2 - - - - 607 -

Approach , EB W' SB

HCM Controf Delay, s 0.6 12.8

HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBRSBLM

Capacity (veh/h) 1419 - - - 532

HCM Lane V/C Ratio 0.024 - - 0136

HCM Control Delay (s) 7.8 0 - - 128

HCM Lane LOS A A - . B

HCM 95th %file Q{veh) 0 - - - 0

Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday AM Peak Synchro 8 Light Report

Bubaris Traffic Associates Page 1



HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford

31: Ringgold Street & Park Road Existing Weekday AM Peak
Intersection
Int Delay, sfveh 0.8
Movement - EBT EBR WBL WBT NBL NBR
Vol, veh/h 435 7 12 148 5 17
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Contro! Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - . - - 0 -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 . - 0 0 -
Peak Hour Factor 9 99 95 9 61 61
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 439 7 13 157 8 28
Major/Minor ~ Majort Major2 inor1
Conflicting Flow All 0 0 448 0 625 443
Stage 1 - = = & 443 .
Stage 2 - - - - 182 -
Critical Hdwy - - 412 - 6.42 6.22
Critical Hdwy Stg 1 - - - - 542 -
Critical Hdwy Stg 2 - - - - 542 -
Follow-up Hdwy - . 2218 - 3.518 3.318
Pot Cap-1 Maneuver - - 1114 - 449 615
Stage 1 - - - - 647 .
Stage 2 - - - - 849
Platoon biocked, % - - .
Mov Cap-1 Maneuver - - 1114 - 443 815
Mov Cap-2 Maneuver - . - - 443 -
Stage 1 - - - - 647 -
Stage 2 . - - - 838 -
Approach EB WB NB
HCM Control Delay, s 0.6 11.8
HCM LOS B

Minor LaneMajor Mvmt _ NBLn1 EBT EBR WBL WBT

Capacity (veh/h) 565 - - 1114 -
HCM Lane V/C Ratio 0.064 - - 0.011 -
HCM Control Delay (s) 11.8 - - 83 0
HCM Lane LOS B - - A A
HCM 95th %tile Q(veh) 0 - - 0 -
Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday AM Peak Synchro 8 Light Report

Bubaris Traffic Associates Page 1



HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hariford

15: Site Drive (Park) & Park Road Existing Weekday AM Peak
Intersection
int Delay, s/veh 0.3
Movement | _EBT EBR_ W4L WBT NBL NBR
Vol, veh/h 452 4 1 176 5 12
Confiicting Peds, #hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 0 - 0 -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 . - 0 0 -
Peak Hour Factor 99 100 100 98 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 457 4 1 178 5 13
Major/Minor ~ Major Major2 ; Minor1
Conflicting Flow All 0 0 461 0 839 459
Stage 1 - - - - 459 -
Stage 2 - - : - 180 -
Critical Hdwy - - 4.12 - 6.42 6.22
Critical Hdwy Stg 1 - - - - 542 -
Critical Hdwy Sig 2 - - - . 542 -
Follow-up Hdwy - - 2218 - 3518 3.318
Pot Cap-1 Maneuver - - 1100 . 440 602
Stage 1 - - - . 636 -
Stage 2 - - - - 851
Platoon blocked, % . - -
Mov Cap-1 Maneuver - - 1100 = 440 602
Mov Cap-2 Maneuver - - - - 440 -
Stage 1 - - - = 636 -
Stage 2 - - - = 850 -
Approach , EB WB NB
HCM Control Delay, s 0 11.9
HCM LOS B

Minor Lane/Major Mvmt NBlni EBT EBR WBL WBT

Capacity (veh/h) 543 - - 1100 -
HCM Lane V/C Ratio 0.034 - - 0.001 -
HCM Control Delay (s) 11.9 - - 83 0
HCM Lane LOS B - - A A
HCM 95th %tile Q(veh) 0 - - 0 .
Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday AM Peak Synchro 8 Light Report

Bubaris Traffic Associates Page 1



Lanes, Volumes, Timings

Arcadia Crossing, Park at Prospect, West Hartford

7: Prospect Avenue & Park Road Existing Weekday AM Peak
A ey v AN A

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT ST

Lane Configurations 44 F L] 1 ab dh

Volume (vph) 72 238 130 76 104 69 46 263 37 31 281 26

ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Storage Length (ft) 200 75 0 0 0 0 0 0

Storage Lanes 1 1 1 0 0 0 0 0

Taper Length (ft) 25 25 25 25

Lane Util. Factor 095 095 100 100 100 100 085 095 085 085 095 095

Ped Bike Factor 1.00 0.98 1.00 1.00

Fri 0.850 0.940 0.984 0.988

Flt Profected 0.989 0.950 0.993 0.895

Satd. Flow (prot) 0 3500 1583 1770 1751 0 0 3458 0 0 3479 0

Fit Permitted 0.835 0.950 0.892 0.874

Satd. Flow (perm) 0 2047 1583 1736 1751 0 0 3102 0 0 3053 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 140 41 14 8

Link Speed (mph) 30 30 30 30

Link Distance (ft) 615 300 400 300

Travel Time (s) 14.0 6.8 9.1 6.8

Confi. Peds. (#fhr) 10 10 10 10

Peak Hour Factor 003 093 093 099 099 099 08 089 089 096 096 096

Adi. Flow (vph) 77 256 140 77 105 70 52 296 42 32 293 27

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 333 140 77 175 0 0 390 0 0 352 0

Enter Blocked Intersection No No No No No No No No No No No No

Lane Alignment Left Left  Right Left Left  Right Left Left Right Left Left  Right

Median Width(ft) 0 12 0 0

Link Offset(ft) 0 0 0 0

Crosswalk Width() 16 16 16 16

Two way Left Tum Lane

Headway Factor 100 100 100 100 100 100 100 100 100 100 100  1.00

Turning Speed {mph}) 15 9 15 9 15 9 15 9

Number of Detectors 1 2 1 1 2 1 2 1 2

Detector Template Left Thru Right left  Thru Left  Thru Left  Thru

Leading Detector (it) 20 100 20 20 100 20 100 20 100

Trailing Detector (i) 0 0 0 0 0 0 0 0 0

Detector 1 Position(ff) 0 0 0 0 0 0 0 0 0

Detector 1 Size(f) 20 6 20 20 6 20 6 20 6

Detector 1 Type CHEx CHEx ChHEx CHEx ChHEx Cl+Ex CH+Ex ChEx CHEx

Detector 1 Channel

Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Detector 2 Position(ft) 9 94 94 94

Detector 2 Size(ft) 6 6 6 6

Detector 2 Type CHEX CHEx CHEx Cl+Ex

Detector 2 Channel

Detector 2 Extend (s) 0.0 0.0 0.0 0.0

Tum Type Perm NA Perm  Split NA Split NA Perm NA

Protected Phases 2 1 1 7 7 8

Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday AM Peak Synchro 8 Light Report

Bubaris Traffic Associates Page 1



Lanes, Volumes, Timings

7: Prospect Avenue & Park Road

Arcadia Crossing, Park at Prospect, West Hartford
Existing Weekday AM Peak

Ay v NN

USRI

Lane Group EBL EBT FEBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Permitted Phases 2 2 2 8 8 8
Detector Phase 2 2 2 1 1 7 7 8 8
Switch Phase

Minimum Initial (s) 120 120 120 6.0 6.0 3.0 3.0 120 120
Minimum Spiit (s} 180 180 180 9.0 9.0 6.0 6.0 180 180
Total Split (s) 230 230 230 120 120 9.0 9.0 20 229
Total Split (%) 256% 256% 25.6% 13.3% 133% 10.0% 10.0% 244% 24.4%
Maximum Green (s) 170 170 170 9.0 9.0 6.0 6.0 16.0  16.0
Yellow Time (s) 4.0 40 4.0 3.0 3.0 3.0 3.0 4.0 40
All-Red Time (s) 2.0 20 20 0.0 0.0 0.0 0.0 2.0 2.0
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.0 3.0 3.0 30 6.0
Lead/Lag Lag Lag Lag Lead Lead Lead lead Lag Lag
Lead-Lag Optimize? Yes Yes
Vehicle Extension (s) 30 30 3.0 3.0 3.0 3.0 30 30 3.0
Recall Mode Min Min Min  None None None  None Min Min
Walk Time (s)

Flash Dont Walk (s)

Pedestrian Calls (#/hr)

Act Effct Green (s) 138 138 81 281 227 13.3
Actuated g/C Ratio 022 022 013 04 0.36 0.21
vic Ratio 052 031 034 022 0.34 0.54
Control Delay 271 76 335 111 15.6 274
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 271 76 335 114 15.6 274
LOS c A c B B C
Approach Delay 213 17.9 15.6 274
Approach LOS c B B C
Queue Length 50th (ft) 52 0 24 24 42 55
Queue Length 95th (ft) 137 48 86 102 124 143
Internal Link Dist (it) 535 220 320 220
Turn Bay Length (it) 75

Base Capacity (vph) 817 540 260 777 1151 803
Starvation Cap Reducin 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 041 026 030 023 0.34 0.44
Intersection Summary x

Area Type: Other

Cycle Length: 90

Actuated Cycle Length: 83.5

Natural Cycle: 75

Contfrol Type: Semi Act-Uncoord

Maximum v/c Ratio: 0.54

Intersection Signal Delay: 20.7 Intersection LOS: C

Intersection Capacity Utilization 56.1% ICU Level of Service B

Analysis Period (min) 15

Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday AM Peak Synchro 8 Light Report
Bubaris Traffic Associates Page 3



Lanes, Volumes, Timings Arcadia Crossing, Park at Prospect, West Hartford
7: Prospect Avenue & Park Road Existing Weekday AM Peak

Splits and Phases:  7: Prospect Avenue & Park Road

?cl 2 | o3 4 ‘\tcﬁ ¥ o8 H
T F g A PHES =] : I B [T 1

Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday AM Peak Synchro 8 Light Report
Bubaris Traffic Associates Page 4



Exhibit 17
Traffic Operations Analysis Worksheets
Existing 2014 PM Peak



HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford

17: Park Road & Sooth Highland Street Existing Weekday PM Peak
Intersection
Int Delay, siveh 22
Movement EEMUSERT WBT WBR SBL SBR
Vol, veh/h 42 261 37 A4 34 82
Confiicting Peds, #/hr U 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 9 99 95 95 90 9P
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 42 264 397 25 38 69
Major/Minor Majorl Major2 ; Minor2
Conflicting Flow All 422 0 - 0 757 409
Stage 1 - - - - 409 -
Stage 2 - - - - 348 -
Critical Hdwy 412 - - - 6.42 6.22
Critical Hdwy Stg 1 - - . - 542 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2218 - = - 3.518 3.318
Pot Cap-1 Maneuver 137 - - - 375 642
Stage 1 . - - - 671 -
Stage 2 - - - - 715
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1137 - - - 359 642
Mov Cap-2 Maneuver - - - - 358 -
Stage 1 - - - - 671 -
Stage 2 - - - - 684 -
Approach ! EB WB SB
HCM Conirol Defay, s 1.1 14.1
HCM LOS B

Minor Lane/Major Mvmt = EBL EBT WBT WBRSBLni

Capacity (veh/h) 1137 - - - 502
HCM Lane VIC Ratio 0.037 - - - 0.212
HCM Control Delay (s) 8.3 0 - - 141
HCM Lane LOS A A - - B
HCM 95th %tile Q(veh) 0 - - - 1
Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weskday PM Peak Synchro 8 Light Report

Bubaris Traffic Associates Page 1



HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford

31: Ringgold Street & Park Road Existing Weekday PM Peak
Intersection
Int Delay, s/veh 0.5
Movement EBT_EBR WEL WBT NBL NBR
Vol, veh/h 286 6 19 399 2 1
Conflicting Peds, #hr 0 0 0 0 0 0
Sign Conrol Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length : - - - 0 -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 99 99 95 9 61 61
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 289 8 20 420 3 18
MajorMinor ___Majort e Minor1
Conflicting Flow All 0 0 295 0 752 292
Stage 1 - - - - 292 B
Stage 2 - - - - 460 -
Critical Hdwy - - 412 - 8.42 6.22
Critical Hdwy Stg 1 - - - - 542 -
Critical Hdwy Stg 2 - - - - 542 .
Follow-up Hdwy - - 2218 - 3518 3318
Pot Cap-1 Maneuver - - 1266 - 378 747
Stage 1 - - - - 758 .
Stage 2 . - - - 636
Platoon blocked, % - - .
Mov Cap-1 Maneuver - - 1266 - 370 747
Mov Cap-2 Maneuver - - - - 370 -
Stage 1 - - - - 758 -
Stage 2 - - - - 623 -
Approach ] EB WB NB
HCM Control Delay, s 04 10.8
HCM LOS B

Minor Lane/Major Mvmt NBLni EBT EBR WBL WBT

Capacity (veh/h) 646 - - 1266 -
HCM Lane V/C Ratio 0.033 : - 0.016 -
HCM Conirol Delay (s) 10.8 - - 79 0
HCM Lane LOS B - - A A
HCM 95th %file Q{veh) 0 - - 0 -
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HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford
15: Site Drive (Park) & Park Road Existing Weekday PM Peak
infersection

Int Delay, sfveh 0.3

Movemept EBT EBR WBL WBT NBL NBR

Vol, veh/h 297 7 10 431 8 4

Conflicting Peds, #/hr 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

RT Channelized - None - None - None

Storage Length - - 0 - 0 -

Veh in Median Storage, # 0 - . 0 0

Grade, % 0 - - 0 0 -

Peak Hour Factor 99 100 100 99 92 92

Heavy Vehicles, % 2 2 2 2 2 2

Mvmt Flow 300 7 10 435 7 4

Moot Mot Msjor2 Minor

Conflicting Flow Al 0 0 307 0 759 304

Stage 1 - - - - 304 .

Stage 2 - - - . 455 -
Critical Hdwy . - 412 - 6.42 6.22
Critical Hdwy Sig 1 - - - 542 -
Critical Hdwy Stg 2 > - - 542 -
Follow-up Hdwy - 2.218 - 3518 3.318
Pot Cap-1 Maneuver - 1254 - 374 736

Stage 1 - - - 748 -

Stage 2 - 639
Platoon blocked, % - -

Mov Cap-1 Maneuver - - 1254 - 370 736
Mov Cap-2 Maneuver - - . 370 -

Stage 1 - - 748 -

Stage 2 - - 632 -
Approach EBL WB NB 2
HCM Control Delay, s 0.2 13
HCM LOS B
Minor Lane/Major Mvmt NBlni EBT EBR WBL WBT
Capacity (veh/h) 462 - - 1254 -

HCM Lane V/C Ratio 0.024 - - 0.008 -
HCM Control Delay {(s) 13 - - 79 0
HCM Lane LOS B - - A A
HCM 95th %tile Q{veh) 0 - - 0 -
Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday PM Peak Synchro 8 Light Report
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Lanes, Volumes, Timings

Arcadia Crossing, Park at Prospect, West Hartford

7: Prospect Avenue & Park Road Existing Weekday PM Peak
PO P T Y B S T

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations a4 rid % 1S 4b 4%

Volume (vph) 47 156 85 166 307 80 75 436 92 43 393 49

Ideal Flow (vphpl) 1800 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Storage Length (ft) 200 75 0 0 0 0 0 0

Storage Lanes 1 1 1 0 0 0 0 0

Taper Length (ft) 25 25 25 25

Lane Util. Factor 095 09 100 100 100 100 095 095 095 09 09 055

Ped Bike Factor 1.00 0.98 1.00 1.00

Frt 0.850 0.969 0.977 0.985

Flt Protected 0.988 0.950 0.994 0.996

Satd. Flow (prot) 0 3497 1583 1770 1805 0 0 3437 0 0 3472 0

Fit Permitted 0.778 0.950 0.843 0.828

Satd. Flow (perm) 0 2747 1583 1734 1805 0 0 2912 0 0 2885 0

Right Tum on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 133 18 23 12

Link Speed {mph) 30 30 30 30

Link Distance (ft) 615 300 400 300

Travel Time (s) 14.0 6.8 91 6.8

Confl. Peds. (#hr) 10 10 10 10

Peak Hour Factor 093 093 093 09 09 09 08 089 08 09 09 096

Adj. Flow (vph) 51 168 91 168 310 81 84 490 103 45 409 51

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 219 91 168 391 0 0 677 0 0 505 0

Enter Blocked Intersection No No No No No No No No No No No No

Lane Alignment Left Left  Right Left Left  Right Left Left Right Left Left  Right

Median Width(ft) 0 12 0 0

Link Offset(ft) 0 0 0 0

Crosswalk Width(ft) 16 16 16 16

Two way Left Turn Lane

Headway Factor 100 100 100 100 100 100 100 100 100 100 100 1.00

Tumning Speed (mph) 15 9 15 9 15 9 15 9

Number of Detectors 1 2 1 1 2 1 2 1 2

Detector Template Left  Thru Right Left  Thru Left  Thru Left  Thru

Leading Detector {ft) 20 100 20 20 100 20 100 20 100

Trailing Detector (ft) 0 0 0 0 0 0 0 0 0

Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0

Detector 1 Size(ff) 20 6 20 20 6 20 ] 20 6

Detector 1 Type ChHEx CHEx CREx CHEx Cl+Ex Ch+Ex CHEx Cl+Ex Cl+Ex

Detector 1 Channel

Detector 1 Extend {s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Detector 2 Position(ft) 94 94 94 94

Detector 2 Size(ft) 6 6 6 6

Detector 2 Type Cl+Ex Cl+Ex Cl+Ex CHEX

Detector 2 Channel

Detector 2 Extend (s) 0.0 0.0 0.0 0.0

Turn Type Perm NA  Pem  Split NA Split NA Perm NA

Protected Phases 2 1 1 7 7 8

Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday PM Peak Synchro 8 Light Report
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Lanes, Volumes, Timings

Arcadia Crossing, Park at Prospect, West Hartford

7: Prospect Avenue & Park Road Existing Weekday PM Peak
PSRN T T B R

Lane Group. EBL EBT EBR WBL WBI WBR NBL NBT NBR SF 3T SBR

Permitted Phases 2 2 2 8

Detector Phase 2 2 2 1 1 7 7

Switch Phase

Minimum Initial (s) 120 120 120 6.0 6.0 30 3.0 120 120

Minimum Split {s) 180 180 180 9.0 8.0 6.0 8.0 180 180

Total Split (s) 20 210 210 130 130 8.0 8.0 240 240

Total Split (%) 233% 23.3% 233% 144% 144% 89% 8.9% 26.7% 26.7%

Maximum Green (s) 150 150 150 100 100 5.0 5.0 180 180

Yellow Time (s) 40 40 40 30 30 30 3.0 40 40

All-Red Time (s) 2.0 20 2.0 0.0 0.0 0.0 0.0 20 2.0

Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0

Total Lost Time (s) 6.0 6.0 3.0 30 30 6.0

lead/lag Lag Lag lag Llead lead Lead Lead Lag Lag

Lead-Lag Optimize? Yes Yes

Vehicle Extension (s) 3.0 3.0 3.0 30 3.0 3.0 30 30 3.0

Recall Mode Min Min Min  None None None None Min Min

Walk Time (s)

Flash Dont Walk (s)

Pedestrian Calls (#/hr)

Act Effct Green (s) 127 127 102 290 26.5 18.4

Actuated g/C Ratio 019 019 015 042 0.39 0.27

vic Ratio 043 023 064 050 0.57 0.64

Control Delay 29.2 38 429 183 18.6 28.3

Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0

Total Delay 29.2 38 429 183 18.6 283

LOS C A D B B C

Approach Delay 218 257 18.6 283

Approach LOS C c B C

Queue Length 50th (ft) 38 0 61 96 83 84

Queue Length 95th (ft) 96 19  #209 272 218 #231

Internal Link Dist (ft) 535 220 320 220

Turn Bay Length (ff) 75

Base Capacity (vph) 615 457 263 775 1182 783

Starvation Cap Reductn 0 0 0 0 0 0

Spillback Cap Reducin 0 0 0 0 0 0

Storage Cap Reducin 0 0 0 0 0 0

Reduced v/c Ratio 036 020 064 050 0.57 0.64

ntersection Summary. .

Area Type: Other

Cycle Length: 90

Actuated Cycle Length: 68.4

Natural Cycle: 90

Control Type: Semi Act-Uncoord

Maximum v/c Ratio: 0.64

Intersection Signal Delay: 23.4 Intersection LOS: C

Intersection Capacity Utilization 78.5% ICU Level of Service D

Analysis Period (min) 15

# 95th percentile volume exceeds capacity, queue may be longer.

Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Existing Weekday PM Peak Synchro 8 Light Report
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Lanes, Volumes, Timings Arcadia Crossing, Park at Prospect, West Hartford
7: Prospect Avenue & Park Road Existing Weekday PM Peak

Queue shown is maximum after two cycles.

Splits and Phases: 7 Prospect Avenue & Park Road
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Exhibit 18
Traffic Operations Analysis Worksheets
Background 2017 AM Peak



HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford

17: Park Road & Sooth Highland Street Background Weekday AM Peak

Infersection

Int Delay, s/veh 18

Movement S OBl SSERT WBT WBR SBL SBR

Vol, veh/h 36 425 156 7 43 25

Conflicting Peds, #hr 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

RT Channelized - None - None - None

Storage Length - - - - 0 -

Veh in Median Storage, # - 0 0 - 0 -

Grade, % - 0 0 - 0 -

Peak Hour Factor 99 98 95 95 a0 90

Heavy Vehicles, % 2 2 2 2 2 2

Mvmt Flow 36 429 164 7 48 28

Major/Minor ___ Majort Major2. Minor2

Conflicting Flow All 172 0 - 0 670 168
Stage 1 - - - 168 .
Stage 2 - = - = 502 -

Critical Hdwy 412 - - - 6.42 6.22

Critical Hdwy Stg 1 - - - - 542 -

Critical Hdwy Stg 2 - - - - 5.42 -

Foliow-up Hdwy 2218 - - - 3518 3.318

Pot Cap-1 Maneuver 1405 - - - 422 876
Stage 1 - . - - 862 -
Stage 2 - - - - 608 -

Platoon blocked, % - - -

Mov Cap-1 Maneuver 1405 - - - 408 876

Mov Cap-2 Maneuver - - . - 408 -
Stage 1 - - - - 862 -
Stage 2 - - - - 587 -

Approach EB WB. SB

HCM Control Delay, s 06 0 133

HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBRSBini

Capacity (veh/h) 1405 - - - 508

HCM Lane V/C Ratio 0.026 - - - 0.149

HCM Control Delay (s) 76 0 - - 133

HCM Lane LOS A A - - B

HCM 95th %tile Q{veh) 0.1 - - - 05

Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Background Weekday AM Peak Synchro 8 Light Report
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HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford

31: Ringgold Street & Park Road Background Weekday AM Peak
Intersection
Int Delay, s/veh 08
Movement EBT EBR WBL WBI NBL NBR
Vol, veh/h 461 7 13 158 5 18
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - . - 0 -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 99 99 9% 9 61 61
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 466 7 14 166 8 30
MajorMinor __ Majort _ Magjor2 ____ Minord
Conflicting Flow Al 0 0 473 0 663 489
Stage 1 - - - - 469 -
Stage 2 - - - - 194 -
Critical Hdwy - - 412 - 6.42 6.22
Critical Hdwy Sig 1 - - - - 542 -
Critical Hdwy Stg 2 - . - - 5.42 -
Follow-up Hdwy - B 2218 - 3.518 3.318
Pot Cap-1 Maneuver - . 1089 . 426 594
Stage 1 - e - : 630 -
Stage 2 - - - - 839 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 1089 - 420 594
Mov Cap-2 Maneuver - - - - 420 -
Stage 1 - . - - 630 -
Stage 2 - - - - 827 -
Approach EB WE NB
HCM Control Delay, s 0 0.6 121
HCM LOS B

Minor Lane/Major Mvmt NBLn1 EBT EBR WBL WBT

Capacity {veh/h) 545 - - 1089 -
HCM Lane V/C Ratio 0.069 - - 0.013 -
HCM Control Delay (s) 12.1 - - 83 0
HCM Lane LOS B - - A A
HCM 95th %file Q{veh) 0.2 - - 0 -
Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Background Weekday AM Peak Synchro 8 Light Report

Bubaris Traffic Associates Page 1



HCM 2010 TWSC Arcadia Crossing, Park at Prospect, West Hartford

15: Site Drive (Park) & Park Road Background Weekday AM Peak

Intersection_

Int Delay, s/veh 0.3

Movement AL , . EBT EBR WBL WBT pa = BNBI% NBR

Vol, veh/h 479 4 1 187 5 12

Conflicting Peds, #hr 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

RT Channelized - None - None - None

Storage Length - - 0 - 0 -

Veh in Median Storage, # 0 - - 0 0 -

Grade, % 0 - - 0 0 -

Peak Hour Factor 98 100 100 99 92 92

Heavy Vehicles, % 2 2 2 2 2 2

Mvmt Flow 484 4 1 189 5 13

MajorMinor Majord Major2 Minord.

Conflicting Flow All 0 0 488 0 877 436
Stage 1 - - - - 486 -
Stage 2 - - : - 191 -

Critical Hdwy - - 4.12 - 6.42 6.22

Critical Hdwy Stg 1 - - - - 542 -

Critical Hdwy Stg 2 - - - - 542 -

Follow-up Hdwy - - 2218 - 3.518 3.318

Pot Cap-1 Maneuver - - 1075 - 418 581
Stage 1 - - - - 618 -
Stage 2 - - - - 841 -

Platoon blocked, % . - -

Mov Cap-1 Maneuver . - 1075 - 418 581

Mov Cap-2 Maneuver . - - . 418 .
Stage 1 - - - . 618 .
Stage 2 - - . - 840 -

Approach EB WB NB

HCM Control Delay, s 0 0 122

HCMLOS B

Minor Lane/Major Mvmt NBLn1 EBT EBR WBL WBT

Capacity (veh/h) 521 - - 1075 -
HCM Lane V/C Ratio 0.035 . - 0.001 -
HCM Control Delay (s) 12.2 - - 84 0
HCM Lane LOS B - - A A
HCM 95th %ile Q{veh) 0.1 - - 0 -
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Lanes, Volumes, Timings
7: Prospect Avenue & Park Road

Arcadia Crossing, Park at Prospect, West Hartford
Background Weekday AM Peak

Ay ¢ ANt 2 Y
Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL S8BT SRR
Lane Configurations 44 d b oS 4%
Volume (vph) 76 252 138 81 110 73 49 279 38 33 28
ideal Flow (vphpl) 1900 1900 1900 1800 1900 1900 1300 1900 1900 1900 1900 1900
Storage Length (ft) 200 75 0 0 0 0 0 0
Storage Lanes 1 1 1 0 0 0 0 0
Taper Length (f) 25 25 25 25
Lane Util. Factor 095 09 100 100 100 100 095 095 095 095 095 095
Ped Bike Factor 1.00 0.98 1.00 1.00
Frt 0.850 0.940 0.984 0.988
Flt Protected 0.989 0.950 0.993 0.995
Satd. Flow (prot) 0 3500 1583 1770 1751 0 0 3458 0 0 A9 0
FIt Permitted 0.831 0.950 0.887 0.870
Satd. Flow (perm) 0 2933 1583 1737 1751 0 0 3084 0 0 3040 0
Right Tum on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 148 41 14 8
Link Speed {mph) 30 30 30 30
Link Distance (ft) 615 300 400 300
Travel Time (s) 14.0 6.8 9.1 6.8
Confl. Peds. (#hr) 10 10 10 10
Peak Hour Factor 093 083 093 099 09 09 089 089 08 09 09 096
Adj. Flow (vph) 82 271 148 82 111 74 55 313 44 34 310 29
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 353 148 82 185 0 0 412 0 0 373 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left  Right Left Left  Right Left Left  Right
Median Width(ft) 0 12 0 0
Link Offset(ft} 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 100 100 100 100 100 100 100 100 100 100 100 100
Tuming Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 2 1 2
Detector Template Left  Thru Right Left  Thru Left  Thru left  Thru
Leading Detector (ft) 20 100 20 20 100 20 100 20 100
Trailing Detector (ff) 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 6 20 6
Detector 1 Type Cl+Ex ChEx CHEx Cl+Ex CHEx CHEx CHEx Ci+Ex  Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) ] 6 ] 6
Detector 2 Type Cl+Ex Cl+Ex CHEx Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Tumn Type Perm NA Perm  Split NA Split NA Perm NA
Protected Phases 2 1 1 7 7 8
Arcadia Crossing, Park at Prospect, West Hartford 9/30/2015 Background Weekday AM Peak Synchro 8 Light Report
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Lanes, Volumes, Timings
7: Prospect Avenue & Park Road

Arcadia Crossing, Park at Prospect, West Hartford
Background Weekday AM Peak

S T A U BV R S ¢
Lane Grolip EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL S8BT SER
Permitted Phases 2 2 2 8 8 8
Detector Phase 2 2 2 1 1 7 7 8 B8
Switch Phase
Minimum Initial (s) 120 120 120 6.0 6.0 3.0 30 120 120
Minimum Split (s) 180 180 180 9.0 9.0 6.0 6.0 180 180
Total Spiit (s) 230 230 230 120 120 9.0 9.0 20 220
Total Split (%) 256% 256% 25.6% 13.3% 13.3% 10.0% 10.0% 244% 24.4%
Maximum Green (s) 170 170 170 9.0 9.0 6.0 6.0 16.0 160
Yellow Time (s) 40 4.0 4.0 3.0 3.0 30 30 40 40
All-Red Time (s) 20 20 20 0.0 0.0 0.0 0.0 2.0 20
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.0 3.0 3.0 3.0 6.0
Lead/Lag Lag Lag lag lead Lead Lead lead Lag Lag
Lead-Lag Optimize? Yes Yes
Vehicle Extension (s) 3.0 30 30 3.0 3.0 3.0 3.0 3.0 30
Recall Mede Min Min Min None None None  None Min Min
Walk Time (s)
Flash Dont Walk (s)
Pedestrian Calls (#hr)
Act Effct Green (s) 141 14.1 82 285 229 13.6
Actuated g/C Ratio 022 022 013 044 0.36 0.1
v/c Ratio 055 032 036 023 0.36 0.57
Control Delay 27.7 75 344 113 16.0 28.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 277 75 341 113 16.0 281
LOS C A C B B c
Approach Delay 27 18.3 16.0 281
Approach LOS C B B c
Queue Length 50th (ft) 57 0 26 27 46 61
Queue Length 95th (i) 145 50 90 108 131 152
Internal Link Dist (ft) 535 220 320 220
Tum Bay Length (i) 75
Base Capacity (vph) 805 542 257 776 1146 79
Starvaftion Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reducin 0 0 0 0 0 0
Reduced v/c Ratio 044 027 032 024 0.36 0.47
Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 64.1
Naturat Cycle: 75
Confrol Type: Semi Act-Uncoord
Maximum v/c Ratio: 0.57
Intersection Signal Delay: 21.1 Intersection LOS: C
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